









OF	THE	21ST CENTURY, PART 1
KURHAN	KARNIOWICKI	–	BUDOWLA	XXI	WIEKU,	CZ. 1
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precursor	 in	 the	 field.	 The	 burial	 mound	 gives,	 in	 comparison	with	 the	 traditional	 cemetery,	 
a	30-fold	 saving	of	 space	 and	 after	 special	 treatment	 that	will	mineralize	 bodies,	 as	much	 as	 
100-fold:	1	600	burials	in	five	ares	of	land.	This	unique	structure	can	be	a	good	future	option	
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next	 to	 the	mound,	where	 through	 the	 specialized	equipment	of	vacuum	pumps	a	 trained	
doctor	 (holding	 a	 certificate)	 mineralizes	 the	 body	 (thanatopraxy).	As	 a	 result,	 the	 body	
is	 dehydrated	 and	 the	 lymph	 is	 replaced	with	 special	 chemical	 solutions,	which	 embalm	
and	mineralize	the	body.	As	a	result	of	this	process,	the	body	retains	the	look	of	the	living,	
sleeping	person,	which	is	particularly	important	in	the	Christian	culture	where	family	says	





















mineralized	 remains	could	be	 transferred	 in	a	 few	years	 to	a	common	urn,	 located	 in	 the	
depths	of	the	tomb.	It	should	be	noted	that	due	to	the	mineralization	process,	the	body	will	
completely	 powderize	 after	 five	 years	 and	 it	will	 be	 possible	 to	 transfer	 it	 to	 the	 above-
mentioned	family	urn.	Powderizing	of	bodies	will	greatly	prolong	the	life	of	the	tomb	and	
the	epitaphs	written	on	 it	will	show	a	genealogical	 tree	of	each	family.	The	chapel	 inside	
the	burial	mound	will	consist	of	the	ground	floor	and	two	upstair	choirs	through	which	the	






























altar.	At	 the	 top	of	 the	dome	there	 is	a	circular	stained	glass	window	filled	with	religious	













26	meters	 is	designed	for	 the	previously	prepared	ground.	Due	 to	 fourth	category	mining	
damages,	 the	slab	 is	80	cm	thick	(Ill.	4),	 locally	 thinned	 to	60	cm	in	order	 to	 include	 the	
plumbing	installation	below	the	ground	floor.	The	materials	used	were	concrete	class	B25	
and	reinforced	ribbed	steel	Class	A	–	II	of	a	total	weight	of	120	tons.
On	 a	 slab	 prepared	 in	 this	 way,	 a	 reinforced	 concrete	 ring	 plate	 of	 1.5	 m	 in	 height	
and	 a	 length	of	 about	81m	has	been	designed	 to	 encircle	 the	 structure.	On	 the	 ring	plate	
a	 reinforced	 concrete	 dome	 will	 be	 constructed	 using	 a	 method	 derived	 from	American	
















































Parish materials and photographs have been used in the text.
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Ill.	5.	Air-filled	polyvinyl	balloon	creating	the	later	shape	 
of	the	burial	mound
